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Pot Size  Dimension mm  Weight  Power  Solder Cap.  
Dia 4.0”  510 x 200 x228  10 Kg.  220V, 50 Hz,   600W  10 Kg.  
4.0” x 4.0”  510 x 200 x 228  10 Kg.  220V, 50 Hz,   600W  4 Kg.  
6.0” x 6.0”  555 x 255 x 230  13 Kg.  220V, 50 Hz,   900W  8 Kg.  
8.0” x 8.0”  610 x 300 x 230  15 Kg.  220V, 50 Hz, 1200W  13 Kg.  
10.0” x 10.0”  770 x 210 x 230  22 Kg.  220V, 50 Hz, 1400W  20 Kg.  

 

Length Weight Diameter  Air Consumption  Air Pressure Cutting Capacity
143 mm 200 gm 36 mm 116 cu cm/stroke  4-5 Kg /sq cm Dia 0.8mm Cu wire

Pneumatic Lead CutterIlluminated Magnifier

Multipurpose TrolleyConductive PCB Magazine Rack

Solder Pot
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SPECIFICATIONS   
Camera

 
¼ inch color CCD (310K pixels)

Interface 

 
USB

 USB Cable

 

1.8M

 
Net Weight

 

200gm

 
Relay Lens

 

ID 23mm (30mm with adaptor)
USB Shot – Capturing SoftwareStandard Accessories

 

USB Digital Scale – Measuring Software
File Types

 

BMP, TIF, JPG, SPD, PCT, WMF
Function

 

Measurement, Edition & Analysis
Calibration Unit Pixel, Micron, mm, cm, inch

OS Windows 98SE/ME/2000
CPU Pentium 400 MHz or above with USB port
RAM 32 MB min  (64 MB recommended)
HDD 2GB or above

PC Specifications
( not included in the 
CCD camera package)

Monitor Resolution 640 x 480 or above

Wrist / Heel Strap

Conductive / Antistatic / Static
Shielding Bags

Wrist / Strap Tester

Footwear Tester

Surface Resistivity Meter

Static Charge Meter

Electrostatic Alarm

Static Eliminator - Ioniser

Pneumatic/
Electric

Screw Driver

Spring Balancer

Ultrasonic Cleaner

CCD Visual Inspection System

Fume Absorber

Antistatic Pattern

Soldering Iron Tips
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