
KYORITSU KEW 2062BT
Clamp Power Meter with Bluetooth  |  AC 1000A / 1000V  |  CAT IV 300V / CAT III 600V

Product Overview
Advanced clamp power meter from Kyoritsu with Bluetooth connectivity for remote monitoring. Measures AC current up to 1000A and
voltage up to 1000V, plus active/reactive/apparent power, power factor, harmonics (up to 30th order), frequency, phase angle and
phase rotation. Teardrop jaw (Ø55 mm) for convenient use in offices and factories. Supports single-phase and three-phase systems.

Key Specifications

AC Current 40.00 / 400.0 / 1000 A (Auto)

AC Voltage Up to 1000 V

Active Power Up to 1000 kW (Auto)

Apparent Power Up to 1000 kVA

Power Factor cos θ measurement

Harmonics Up to 30th order + THD

Conductor Size Ø 55 mm max

Safety Rating CAT IV 300V / CAT III 600V

Bluetooth® 5.0  •  MAX/MIN/AVG/PEAK  •  Data Hold  •  Backlight  •  Phase Rotation

Wiring: 1P2W / 1P3W / 3P3W / 3P4W   |   Dimensions: 247 × 105 × 50 mm   |   Weight: ≈ 490 g
Power: 2× AA alkaline  |  Continuous use ≈ 58 hours  |  Auto power off

Kyoritsu KEW 2062BT  •  Product Specification Sheet  •  For reference purposes only


