
KYORITSU KEW 2210R
Flexible AC Clamp Meter  |  True RMS up to 3000A  |  CAT IV 600V / CAT III 1000V

Product Overview
Flexible and lightweight true RMS AC clamp meter designed for measuring large currents up to 3000A. The flexible sensor (Ø150 mm
max) easily wraps around large conductors or in congested wiring areas where traditional rigid jaws cannot fit. Features MIN/MAX
recording, backlight LCD, and high safety rating. Ideal for industrial, utility and facility maintenance applications.

Key Specifications

AC Current 30.00 / 300.0 / 3000 A

Accuracy ±3% rdg ±5 dgt (45–500 Hz)

Conductor Size Ø 150 mm max

Crest Factor Full scale < 1.6

Resolution 0.01 A min

Safety Rating CAT IV 600V / CAT III 1000V

Power / Weight 2× AAA  |  ≈ 300 g

Cable Length Approx. 1.8 m

True RMS  •  MIN / MAX Function  •  Backlight LCD  •  Auto Power Off

Display unit: 120 × 70 × 26 mm   |   Sensor cable Ø ≈ 8.5 mm   |   Continuous use ≈ 120 hours
Overload protection: 5000 A AC / 10 s   |   Accessories: Carrying case, Batteries, Instruction manual
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