AT N

PX50 | 4500 |53 160 |0.56 |33 |40 | 54 8.0 16 13 4 g 1.7 S e
PXG60 | 4000 | 106 | 318 .1l |65 | 8.0 108 | 16 32 26 4 1.6 2.6 — e
PX70 | 3600 |162 | 487 1.70 | 10 | 12 16.2 | 24 49 41 4 1.9 23 i ==
PX80 | 3100 [253 | 759 (265 |15 |19 25.6 | 38 76 63 a2 2.6 e =
PXS85 | 3000 |305 [ 915 320 | 19 | 23 31 46 92 76 2 (e 23 e —
PX90 | 2880 |365 | 1096 [3.82 |22 |28 38 55 110 | 91 4 |24 3.0

PX100 | 2600 |505 | 1517 | 529 [31 |38 51 76 126 4 |26 5l PX-100 F-100
PX110 | 2300 | 712 | 2137 | 7.46 | 44 | 54 78 107 178 4 | 29 357 PX-110 F-110
PX120 | 2050 | 1182 | 3547 | 12.4 | 73 89 120 178 296 4 32 4.0 PX-120 F-120
PX140 | 1800 1881 | 5642 | 19.7 | 115 | 142 191 284 470 4 3 4.6 PX-140 E=140
PX160 | 1600 |3113 | 9339 | 32.6 | 191 | 235 | 316 | 469 778 4 | 42 5.3 PX-160 F-160
PX180 | 1450 | 5485 | 16455]| 57.5 | 336 | 410 | 557 | 827 izl 4 | 48 6.0 PX-180 F-180

Unique-"PX" Couplings accomodate angularmisalignment, parallel misalignment and end float either singly or in any combitions.They also isolate
viberation and cushion loads to increase machinery life.

UNIQUE-PX Couplings required no lubrication.This not only reduces maintenance but also promotes cleanliness espacially desirable in food
processing textile and chemical plants or any place where Couplings are not easily accessable or difficult to inspect and maintain.



