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Make in India

" Covapansy Profile

In a developing country like India, there is a huge demand for energy efficient resources that help in reducing power
consumption. Quiz Electronics is a leading manufacturer of highly energy efficient LED lighting solutions. Marketed under
the brand name "Quiz", Quiz Electronics has set a benchmark of excellence in quality and efficiency in its LED range. lts
product range includes Constant Current LED Drivers (CCLD) used in LED Street Light, Flood Light, T5 and T8 LED
integrated Tube Light, LED Panel Light, LED COB Down Light etc. and SMPS for LED Strips.

Incorporated in 1994, by an ambitious visionary and technocrat, Mr. Jitendra Mehta, Quiz Electronics commenced its
manufacturing operations with its first quality energy efficient product =SMPS for computers.

Committed to developing energy efficient solutions that benefit energy consumption, Quiz Electronics introduced its new
product range of LED Fittings like Panel Light, Backlit Panel Light, COB Down Light, Street Light and Flood Light under the
brand name "QuizLED".

Apart from specializing in the above high quality LED products, QUIZ Electronics are also the manufacturers of " QUIZ"
brand Electronic transformers for halogen lamps, electronic ballast for CFL and FTL (T-5 & T-8) lamps.

Research & Development

The world is facing a global warming crisis. The need of the hour is to constantly research and develop solutions that
support conservation of energy. Our in-house Research & Development and Quality Control team is consistently striving to
develop products that promise optimum utilization of energy and are highly efficient in quality, thus ensuring customer
satisfaction and product reliability.

Growth

LED lighting solutions are highly recommended across the globe for reduction in energy consumption. Hence, in the year
2016, in order to meet this increasing market demand, Quiz Electronics undertook a major leap by setting up its fully

equipped, state of the art manufacturing unit at Vasai, Mumbai under the company name Quiz Electronics LLP.

Gaining a valuable market share across India ,Quiz Electronics has set a strong marketing base in western and southern
regions ,both in manufacturing/corporate segment in private as well as public sectors .The company's client portfolio
spreads across government & semi-government organizations like Indian Railways & local corporations, shopping

malls/supermarkets in the organized retail segment, reputed hotel chains in the hospitality segment, renowned hospitals in

the healthcare segment, reputed jewellery showrooms and diamond industry, large commercial and residential complexes,

to name a few.
Vision

To be a Global leader in development and innovation of highly efficient Energy & Lighting Conservation solutions that
benefits mankind.
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LED PANEL LIGHT

Quslely

PLASTIC BODY
4W [/ 8W / 15W [ 22W
SQ/RND

REGULAR ‘

4W /8W [ 12W /
15W /22w
PL SQ/RND

8W /12W /15W / 22W PL SURFACE SQ/ RND




TECHNICAL DATA
LED PANEL LIGHT

PLASTIC BODY

4W PL RND / SQ (Plastic + Aluminium)
8W PL RND / SQ (Plastic + Aluminium)
15W PL RND / SQ (Plastic + Aluminium)
22W PL RND / SQ (Plastic + Aluminium)

REGULAR

4W PLRND /SQ
8W PLRND/SQ
12W PLRND/ SQ
15W PLRND/SQ
22W PLRND /SQ

SURFACE

8W PL RND / SQ Surface
12W PL RND / SQ Surface
15W PL RND / SQ Surface
22W PL RND / SQ Surface

FEATURES

Input Voltage : 100V-265V AC
Power Factor > 0.9
Color Options : W // WW // NW

CRI(Ra>) : 80

LED CHIP : LM 80 Approved
RND: Round / SQ : Square

LED Working Lifetime : 50000 hours

DIMENSION (mm)

75 Dia // 80 x 80
120 Dia // 122 x 122
170 Dia // 170 x 170
218 Dia // 220 x 220

80 Dia // 80 x 80
108 Dia // 108 x 108
150 Dia // 150 x 150
180 Dia // 180 x 180
220 Dia // 220 x 220

108 Dia // 108 x 108
150 Dia // 150 x 150
170 Dia // 165 x 165
220 Dia // 210 x 210

Luminous Efficiency : 120 +/- 5% Lm/w

DRIVER : QUIZ Constant Current LED Driver

CUTOUT (mm)

65 Dia // 65 x 65
100 Dia // 100 x 100
150 Dia // 145 x 145
195 Dia // 198 x 198

72 Dia // 68 x 68
95 Dia // 92 x 92
134 Dia // 134x 134
165 Dia // 160 x 160
202 Dia // 198 x 198

MODERN LIGHTING FOR MODERN INTERIOR

QuizLED®

USE M@RE SAVE M@®RE

WEIGHT
OUTPUT GMS
OUTPUT VOLTAGE | CURRENT | (APPROX)

30V-40V DC
60V-70V DC
60V-70V DC
65V-75V DC

22V-26V DC
25V-30V DC
36V-42V DC
48V-54V DC
48V-52V DC

25V-30V DC
36V-42V DC
48V-54V DC
48V-52V DC




QuizLED®

22W (2 x 11 W - LX)

QuizLED®
=]

40W PL -2 x 2 (BACKLIT)

QuizLED® QuizLED®

30W PL (1x 36 W - LX) 36W PL (2 x 36 W - LX)

QuizLED®

40WPL (1x40W -




TECHNICAL DATA

LED PANEL LIGHT (REGULAR)

DIMENSION (mm)
11W PL (1 x 11W-LX) 295x 103

22W PL (2 x 11W-LX) 298 x174
30W PL (1 x 1-LX) 301 x 301
30WPL(Lx-1x36W) 510x 510
36W PL(Lx-2 x36W) 508 x 223

40W PL -2’ x 2’ ( Backlit) 587 x 587
40W PL (1 x 40W) 1213 x 150

60W PL (2 x 40W) 1212 x 223

FEATURES

® Input Voltage : 100V-265V AC
e Color Options : W // WW // NW
® Luminous Efficiency : 120 +/- 5% Lm/w
e CRI(Ra>) : 80
e Working lifetime : 50000 hours
® Power Factor >0.9
e LED CHIP : LM 80 Approved
® RND: Round / SQ: Square
DRIVER : QUIZ Constant Current LED Driver

CUTOUT (mm)
283 x 91

283 x91
281 x 281
495 x 140
495 x 205
571x571
1198 x 135

1195 x 206

MODERN LIGHTING FOR MODERN INTERIOR

QuizLED®
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WEIGHT
OUTPUT GMS
OUTPUT VOLTAGE | CURRENT | (APPROX)

34V -38V DC
72V-76V DC
72V -76V DC
60V -64V DC
60V -64V DC
72V -76V DC
72V -76V DC

72V -76V DC




LED COB DOWN LIGHT
LED TUBELIGHT / LED BULKHEAD

MR 16 RND - 8W/12W

QE 11 RND/SQ

T5 LED TUBELIGHT 5W / 9W / 18W LED BULKHEAD - 10W




TECHNICAL DATA
LED COB DOWNLIGHT

MODEL DIMENSION (mm) CUTOUT (mm)
QE 11/ QE 41-1W RND/SQ 31 Dia//30 x 30 25 Dia

QE 41-3W RND/SQ 41 Dia//40 x 40 32 Dia

QE 35 - 6W RND/SQ 89 Dia//83 x 83 72 Dia

QE 35 - 9W RND/SQ 89 Dia //83 x 83 72 Dia

QE 35 - 16 W RND/SQ 115 Dia//108 x 108 95 Dia

QE 25-4W RND/SQ 70 Dia//61 x 61 55 Dia

QE 25-6W RND/SQ 87 Dia//87 x 87 70 Dia

QE 25-10W RND/SQ 98 Dia//102 x 102 87 Dia

QE 25-15W RND//20W//30W//50W 120//140//165//190 Dia  100//115/145//165 Dia
MR 16-8W RND//12W RND 50 Dia 50 Dia

T5/78 LED INTEGRATED TUBELIGHT

LENGTH
(mm)
T5 LED Tube 18W AL + PC COVER
T5 LED Tube 9W AL+ PC COVER
T5 LED Tube 5W AL + PC COVER

LED BULKHEAD

DIMENSION
(mm)

LED BULKHEAD - 10W 205 x 75 x 66 ABS + PC COVER
FEATURES
® Input Voltage : 100V-265V AC e CRI(Ro>) : 80

® Color Options : W // WW // NW e Working lifetime : 50000 hours
® Luminous Efficiency : 120 +/- 5% Lm/w ® Power Factor >0.9

MODERN LIGHTING FOR MODERN INTERIOR

OUTPUT
VOLTAGE

6V DC
4v DC
40V DC
40V DC
40V DC
10v DC
40V DC
40V DC
40V DC
38V DC

LED QTY

LED QTY

QuizLED®
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OUTPUT
CURRENT

160 mA
700 mA
150 mA
220 mA
400 mA
400 mA
150 mA
250 mA
375//500//750//1200 mA
220 mA//300mA

WEIGHT
TOTAL GMS
LUMENS | (APPROX)

WEIGHT
TOTAL GMS
LUMENS | (APPROX)

e LED CHIP : LM 80 Approved
® RND: Round / SQ: Square
DRIVER : QUIZ Constant Current LED Driver




LED STREET LIGHT

50W /100W / 150W SL LEAF SERIES

20W / 30W / 50W SL LENS SERIES
20W / 30W / 50W SL BOAT SERIES




MODERN LIGHTING FOR MODERN EXTERIOR

QuizLED"
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LED STREET LIGHT

WEIGHT
GMS

LED WATTAGE | NO. OF LED DIMENSION (MM) (APPROX)

LED STREET LIGHT (LEAF SERIES)

50W SL - Leaf Series 50W (COB) 390 (L) X 165 (W) X 35 Pipe Dia
100W SL - Leaf Series 50W (COB) 690 (L) X 245 (W) X 45 Pipe Dia
150W SL - Leaf Series 50W (COB) 885 (L) X 335 (W) X 45 Pipe Dia
LED STREET LIGHT (LENS SERIES)

20W SL - Lens Series 1w 310 (L) X 150 (W) X 30 Pipe Dia
30W SL - Lens Series 1w 360 (L) X 130 (W) X 30 Pipe Dia
50W SL - Lens Series 1w 400 (L) X 160 (W) X 30 Pipe Dia
LED STREET LIGHT (BOAT SERIES)

20W SL - BOAT SERIES 1W 274 (L)X 79 (W) X 45 Pipe Dia

30W SL - BOAT SERIES 1w 325 (L) X 79 (W) X 45 Pipe Dia
50W SL - BOAT SERIES 1w 400 (L) X 82 (W) X 50 Pipe Dia

FEATURES
® Input Voltage : 100V-265V AC
e Color Options : W // WW // NW
® Luminous Efficiency : 120 +/- 5% Lm/w
e CRI(Ro>) : 80
® Power Factor >0.95
e LED Working Lifetime : 50000 hours
e |LED CHIP : LM 80 Approved
DRIVER : QUIZ Constant Current LED Driver




LED STREET LIGHT

STREET LIGHT WITH REFLECTOR
50W/ 60W/ 72W/ 100W/ 120W/ 200W/ 250W

STREET LIGHT WITH REFLECTOR
15W/ 20W/ 24W/ 30W/ 36W

SURGE PROTECTION DEVICE - 5 KV /10 KV / 15 KV SURGE PROTECTION DEVICE - 20 KV




MODERN LIGHTING FOR MODERN EXTERIOR

® ™
AT QuizLED

LED STREET LIGHT REFLECTOR

LED NO OF WEIGHT GMS
MODEL WATTAGE LED DIMENSION (mm) (APPROX)

15W SL - REFLECTOR 0.5W 30 240 (L) x 90 (H) x 35 Pipe Dia 700

20W SL - REFLECTOR 0.5W 42 270 (L) x 110 (H) x 35 Pipe Dia 835

24W SL - REFLECTOR 1w 24 270 (L) x 125 (H) x 35 Pipe Dia 1050
30W SL - REFLECTOR 1w 30 270 (L) x 125 (H) x 35 Pipe Dia 1050
36W SL - REFLECTOR 1w 36 330 (L) x 150 (H) x 35 Pipe Dia 1455
50W SL - REFLECTOR 1w 50 400 (L) x 180 (H) x 35 Pipe Dia 2330
60W SL - REFLECTOR 1w 60 365 (L) x 200 (H) x 35 Pipe Dia 3050
72W SL - REFLECTOR 1W 72 365 (L) x 200 (H) x 35 Pipe Dia 3050
100W SL - REFLECTOR 1w 455 (L) x 200 (H) x 35 Pipe Dia 4900
120W SL - REFLECTOR 1w 455 (L) x 200 (H) x 35 Pipe Dia 4900
200W SL - REFLECTOR 1w 500 (L) x 340 (H) x 35 Pipe Dia 8950
250W SL - REFLECTOR 1w 500 (L) x 340 (H) x 35 Pipe Dia 8950

FEATURES

Input Voltage : 100V-265V AC

Shape : Rectangle

Color Options : W // WW // NW

Luminous Efficiency : 120 +/- 5% Lm/w
CRI(Ra>) : 80

Power Factor >0.95

LED Working Lifetime : 50000

LED CHIP : LM 80 Approved

DRIVER : QUIZ Constant Current LED Driver

SURGE PROTECTION DEVICE

MODEL DIMENSION Lx W x H (mm) WEIGHT GMS (APPROX) BODY TYPE IP LEVEL
5KV SPD 55x28 x 23 95 Plastic IP - 67
10KV SPD 55x28x23 95 Plastic IP-67
15KV SPD 55x 28 x 23 95 Plastic IP-67
20KV SPD 82 x33x27 Plastic IP-67




LED FLOOD LIGHT

SLIM LED FLOOD LIGHT FLOOD LIGHT
20W / 30W / 50W / 60W / 80W / 100W / 150W 80W / 100W / 150W / 200W / 250W

FLOOD LIGHT-10W / 20W / 30W / 50W / 60W

11




MODERN LIGHTING FOR MODERN EXTERIOR

® ™
AT QuizLED

SLIM LED FLOOD LIGHT

WEIGHT GMS
MODEL LED WATTAGE NO OF LED TOTAL POWER | DIMENSION LxW xH (mm) (APPROX)

20W - FL SLIM 0.5W 20W 215 x 205 x 60 1545
30W - FL SLIM 0.5W 60 32w 215x 205 x 60 1545
50W - FL SLIM 1w 50 55 W 275 x 245 x 65 2200
60W - FL SLIM 1w 60 66 W 275 x 245 x 65 2200
80W - FL SLIM 1w 80 88 W 305 x 282 x 65 3000
100W - FL SLIM 1w 110 W 350x325x75 3500
150W - FL SLIM 1w 165 W 415x370x 75 5500

LED FLOOD LIGHT

WEIGHT GMS
MODEL LED WATTAGE NO OF LED TOTAL POWER | DIMENSION LxW x H (mm) (APPROX)
442

10W - FL 0.5W 12w 130x97x 75

20W - FL 0.5W 40 22 W 210x 150x 110 1420
30W - FL 1w 30 32W 210x150x 110 1420
50W - FL 1w 50 55W 245 x 185 x 130 2020
60W - FL 1w 60 66 W 295 x 235 x 150 3140
80W - FL 1w 80 88 W 295 x235x 150 3150
100W - FL 1w 110 W 345 x 250 x 135 4455
150W - FL 1w 165W 390 x 300 x 165 6000
200W - FL 1w 220 W 500 x 340 x 140 8950
250W - FL 1w 260 W 500 x 340 x 140 8950

FEATURES

Input Voltage : 100V-265V AC

Shape : Rectangle

Color Options : W // WW // NW // Blue // Green // Red
Luminous Efficiency : 120 +/- 5% Lm/w

CRI(Ra>) : 80

Power Factor >0.95

LED Working Lifetime : 50000

LED CHIP : LM 80 Approved

DRIVER : QUIZ Constant Current LED Driver




CONSTANT CURRENT
LED DRIVERS

CCLD - 1W - 16W / 350 mA

CCLD-COB/PL

CCLD-COB/PL CCLD - DIMMABLE 12 -20 W
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LED DRIVERS

TECHNICAL DATA
CONSTANT CURRENT LED DRIVERS

OUT PUT VOLTAGE OUT PUT DIMENSION WEIG
DC (VOLT) CURRENT MAX. | (Lx W x H) mm | APPROX. (GMS) BODY TYPE

1w -350 mA

1-3w - 350 mA

1-6w - 350 mA

4-10w - 350 mA

6-16w - 350 mA

3w - 700 mA

3-12w - 700 mA

12-27w - 700 mA

6W COB LED Driver

9W COB LED Driver

10W COB LED Driver
15W COB LED Driver
16W COB LED Driver
20W COB LED Driver
24\W COB LED Driver
30W COB LED Driver
50W COB LED Driver

4W LED Panel Light Driver
8W LED Panel Light Driver
12W LED Panel Light Driver
15W LED Panel Light Driver

22W LED Panel Light Driver

3.5-3V DC
3.5-12V DC
3.5-12V DC
3.5-36V DC
3.5-56V DC
3.5-6V DC
3.5-15V DC
3.5-36V DC
40V DC
40V DC
40V DC
40V DC
40V DC
40V DC
40V DC
40V DC
40V DC
22V - 26V DC
25V - 30V DC
36V - 42V DC
48V - 54V DC

48V - 52V DC

47 x 27 x 21
47 x 27 x 21
81x41x25
81x41x25
100 x 26 x 26
47 x 27 x 21
81x41x25
123 x34x 30
100 x 26 x 26
100 x 26 x 26
100 x 26 x 26
100 x 26 x 26
100 x 26 x 26
100 x 26 x 26
123 x34 x 30
123 x34x 30
115x 52 x 36
100 x 26 x 26
100 x 26 x 26
100 x 26 x 26
100 x 26 x 26

123 x34x 30

Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic

Plastic

DIMMABLE LED DRIVERS

CCLD 12 - 20 W (Dimmable ) | 40 -55V DC 145 x40 x 28




CONSTANT CURRENT
LED DRIVERS

.
o e

1L

CCLD - SL/FL-10W/15W /20W (WITH TERMINAL)

CCLD -SL/FL-10W/15W/ CCLD - SL/FL-24W/30W/
20W (WITH WIRE) 32W / 36W / 40W (WITH WIRE)

CCLD - SL/FL-48W/50W /60W /65W (WITH WIRE) @ CCLD - SL/FL-75W /80W (WITH WIRE)
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LED DRIVERS

TECHNICAL DATA
CONSTANT CURRENT LED DRIVERS

DIMENSION
(Lx W x H) mm

WEIGHT
APPROX.
(GMS)

CONNECTION
DETAILS

BODY
TYPE

OUT PUT VOLTAGE
DC (Volt)

OUTPUT

MODEL CURRENT MAX.

10W - 30 PS
15W-30PS
20W - 30 PS
24W - 60 PS
30W - 60 PS
32W-75PS
10W - 30 PR
15W-30 PR
20W -30 PR
24W - 60 PR
30W - 60 PR
32W-75PR
36W - 60 PR
40W - 60 PR
48W -75 PR
50W - 150 PR
40W - 60 AS
48W -75 AS
50W - 150 AS
48W - 75 AB
50W - 150 AB
60W - 80 AB
65W - 150 AB
75W - 100 AS
80W - 220 AS

30V-35V DC
45V-50V DC
60V-70V DC
36V-40V DC
45V-50V DC
36V-42V DC
30V-35V DC
45V-50V DC
60V-70V DC
36V-40V DC
45V-50V DC
36V-42V DC
54V-60V DC
60V-70V DC
60V-70V DC
30V-35vV DC
60V-70V DC
60V-70V DC
30V-35V DC
60V-70V DC
30V-35V DC
70V-80V DC
42V-48V DC
70V-80V DC
32V-38V DC

81X41X25
81X41X25
81X41X25
100 X 63 X 28
100 X 63 X 28
100 X 63 X 28
100 X 26 X 26
100 X 26 X 26
100 X 26 X 26
123X 34X 30
123X 34X 30
123 X34X30
123 X34 X 30
123X 34X 30
115X 52X 36
115X52X36
138 X37 X35
138 X37 X35
138 X37 X 35
145X 47X 40
145X 47 X 40
145X 47X 40
145X 47 X 40
150 X 54 X 44
150 X 54 X 44

Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Aluminium SLIM
Aluminium SLIM
Aluminium SLIM
Aluminium BIG
Aluminium BIG
Aluminium BIG
Aluminium BIG
Aluminium + SS

Aluminium + SS

With Terminal
With Terminal
With Terminal
With Terminal
With Terminal
With Terminal
With Wire
With Wire
With Wire
With Wire
With Wire
With Wire
With Wire
With Wire
With Wire
With Wire
With Wire
With Wire
With Wire
With Wire
With Wire
With Wire
With Wire
With Wire
With Wire




CVLD FOR LED STRIPS

SMPS - ALUMINUM + SS BODY

SMPS ECO SERIES - MS BODY SMPS IP 68 SERIES

SMPS SLIM SERIES
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TECHNICAL DATA 1
CVID FOR LED STRIPS L7

LED DRIVERS

IN PUT POWER | OUT PUT | ouUT PUT WEIGHT
VOLTAGE | FACTOR | VOLTAGE | CURRENT| P'MENSION | Approx.
AC (VOLT) (@) DC (Volt) (LxWxH)mm| (GmS)

STD SERIES

12V /1A STD SERIES 90v-265v 0.65 12v 80x41x23 Plastic
12V / 2A STD SERIES 90v-265v 0.65 12v 100x 53 x 29 Plastic
12V /3A STD SERIES 185v-265v 0.65 12v 104 x40x 33 AL +SS
12V / 4A STD SERIES 185v-265v 0.65 12v 140x 40x 33 AL +SS
12V /5A STD SERIES 185v-265v 0.65 12v 140x40x 33 AL +SS
12V / 6.5A STD SERIES 185v-265v 0.65 12v 150x 53 x43 AL +SS
12V / 8A STD SERIES 185v-265v 0.65 12v 166 x 53 x 43 AL +SS
12V / 10A STD SERIES 185v-265v 0.65 12v 166 x 53 x 43 AL +SS
12V / 12A STD SERIES 185v-265v 0.65 12v 185x81x45 AL +SS
ECO SERIES

12V / 0.5A ECO SERIES 90v-265v 0.65 12v 47 x 27 x 21 Plastic
12V / 1A ECO SERIES 90v-265v 0.65 12v 100 x 26 x 26 Plastic
12V / 2A ECO SERIES 90v-265v 0.65 12v 123 x34x 30 Plastic
12V /3A ECO SERIES 185v-265v 0.65 12v 132x33x29 S M With PC
12V / 4A ECO SERIES 185v-265v 0.65 12v 168 x43 x 35 S M With PC
12V / 5A ECO SERIES 185v-265v 0.65 12v 168 x 43 x 35 S M With PC
12V / 6.5A ECO SERIES 185v-265v 0.65 12v 213 x52 x50 S M With PC
12V / 8A ECO SERIES 185v-265v 0.65 12v 213 x52 x50 S M With PC
IP-68 SERIES

12V /1.5A (1P 68) 90v-265v 0.65 12v 60 x 36 x 28 Plastic
12V /2.5A (1P 68) 90v-265v 0.65 12v 60 x 36 x 28 Plastic
12V /5A (IP 68) 185v-265v 0.65 12v 68 x 47 x 29 Plastic
12V /6.5A (1P 68) 185v-265v 0.65 12v 93 x40 x 27 Plastic
12V /8A(IP 68) 185v-265v 0.65 12v 90 x 48 x 38 Plastic
12V / 10A (IP 68) 185v-265v 0.65 12v 90 x 48 x 38 Plastic
12V /12A (IP 68) 185v-265v 0.65 12v 125 x52 x40 Plastic
12V /15A (IP 68) 185v-265v 0.65 12v 110x 74 x 42 Plastic
SLIM SERIES

12V / 2A SLIM SERIES 90v-265v 0.65 12v 2A 190x17 x 17 52 Plastic
12V / 5A SLIM SERIES 185v-265v 0.65 12v 5A 310x17 x 17 104 Plastic

AL +SS ALUMINIUM + STAINLESS STEEL COVER
CVLD FOR LED STRIPS ALSO AVAILABLE IN 24V/0.5A TO 6.5A SM With PC  SHEET METAL WITH POWDER COATING




ELECTRONIC TRANSFORMER '-
FOR HALOGEN LAMP

TECHNICAL DATA

IN PUT CURRENT | POWER CAPACITY DIMENSION WEIGHT
MODEL CODE AC(AMP) WATTAGE CASE TYPE (LXWXH)mm | APPR.(GMS)

12/50 sleek ET-1250SL 0.2A +/-10% 50W Plastic 55x28x 23 44
12/60w ET-1260 0.25A +/-10% 60W Plastic 99x41x31 62
ET-75w ET-1275 0.3A +/-10% 75W Plastic 82 x33x27 77
ET-100w ET-12100 0.4A +/-10% 100W Plastic 93 x37x29
ET-150w ET-12150 0.6A +/-10% 150W Aluminium 128 x 44 x 35

* Input Voltage : 230V AC +/-15%
® Power Factor >0.99

® Case Temp: <65'C

e Cooling : Natural

GENERAL FEATURES

SHORT-CIRCUIT OVERLOAD
MODEL DIMMABLE PROTECTION PROTECTION
No Ye Yes

12/50 sleek

12/60w Yes Yes
ET-75w Yes Yes
ET-100w Yes Yes
ET-150w Yes Yes

GENERAL INSTRUCTION FOR INSTALLATION

* Make sure I/P and O/P connections are proper & tightened

* Do not use twisted wire for output

® Use thick wire for output (0.5/Tmm2)

* Maintain minimum distance of 20mm between Lamp & Transformer

* Incase of more than one Lamp make parallel connection 12V/50W Sleek




ELECTRONIC BALLAST ©
FOR FTL & CFL

FLUOROCENT TUBE LIGHT (FTL)

POWER DIMENSION WEIGHT

CAPA
MODEL LAMP TYPE | WATTAGE (LXWXH) mm GMS (APPROX.)
EBT8-36w MINI T8 - 36W 36W 122 x 28 x 22 62

EBT8-18w ES T8 - 18/20W 20W 205x27x 20 90
EBT8-36w ES T8 - 36/40W 40W 205x 27 x 20 90
EBT5- 08 T5-8W 08W 80x40x 23 42
EBTS- 14 T5 - 14W 14W 205x27x 20 90
EBT5-21 T5-21W 21W 205x27x 20 90
EBTS5- 24 T5 - 24W 24W 205 x 27 x 20 90
EBTS5- 28 T5 - 28W 28W 205x27x 20 90
EBT5-2x 28 T5 - 28w 56w 160 x 45 x 35 130
EBT8-2x 36 T8 - 36w 72w 160 x 45 x 35 130

LED DRIVERS

TECHNICAL SPECIFICATION ( 2PIN LAMP)

LAMP INPUT POWER | DIMENSION WEIGHT
Dt o | o Lo,
1x7-11w 7W TO 11W 7-11W 80 x 40 x 23 40-42
1x13-18w = 13W TO 18W 13-18W 80 x 40 x 23 40-42 :
2x7-11w 7W TO 11W 14-22W 100 x 54 x 29 78 - 80 EB T5/28W

2x13-18w = 13WTO 18W 26-36W 100 x 54 x 29 78 - 80

e R

TECHNICAL SPECIFICATION ( 4PIN LAMP) By

L, e s i,
MODEL TYPE WATTAGE (LXWXH)mm GMS.(APPROX.)

1X7-11W 7W TO 11W 7-11W 80x40x 23 40-42 EB T8 /36W

1X13-18W 13W TO 18W 13-18W 80x40x23 40-42

1X26W 26W 26W 99 x41x31 64

1X36W 36W 36W 99 x 41 x 31 64 e Input Voltage : 230 V AC +/- 15%
2 X7-11W 7W TO 11W 14-22W 100 x 54 x 29 78 - 80 ¢ Case : Plastic (ABS/Nylon)

2 X 13-18W 13WTO 18W  26-36W 100 x 54 x 29 78 - 80 * Power Factor >0.90

2X26W 26W 26-36W 100 x 54 x 29 78 - 80 * Case Temp : <65'C
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