
Manufacturer of Chain Link Fence Machine



FULLY AUTOMATIC CHAIN LINK FENCE MACHINE

MACHINE DETAILS

• Electric Controlling Panel

• Wire Payoff Stand

(230 -250kg Capacity)

• Cutting Machine with Servo Motor

(Panasonic or Delta Servo Motor)

• Weaving Machine with Gear 

attached Motor

• Lock / Twist Machine

• Auto Roller

• Wire Welder (Optional)

• Compactor (Optional)

• Border Attachment (Optional)

ACCESSORIES

• Moulds

(1, 2, 2.5, 3, 4 inch)

• Professional Tools Kit

- Hammer 

- Bearing Pulley

- Measuring Tape

- Wire Cutter

• Sensors 

• Contactor

• Oil Dispenser

• Wire Lock Magnet

SAFETY & CONTROL

• Transformer

• Remote Control System

• Mitsubishi PLC Control

• Schneider Controlling Equipment

• Safety Gloves

• Safety Suit

TECHNICAL SPECIFICATION

• Wire Diameter : 1.6 mm to 4 mm 

• Square Size : 25 mm to 100 mm

• Width : 3 Meter 

(Mesh can produce from 3 feet to 10 feet)

• Production : 100kg to 150kg

(Depend on Wire Diameter & Square Size)

• Manpower Required : 1 Operator

1 Labor (Helper)

• Power Consumption : 1.5 Unit/Hr.

• Space Required : 18 x 18 Sq. Ft.

SERVO MOTOR SPECIFICATION

Panasonic Delta

Power 4.4 kw 4.5 kw

R.P.M. 2000 1500

Torque 19.1 N.M. 28.65 N.M.



Chain Link Fence Application
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2, Shkhram Estate. Opp. Khodiyarnagar Police Chawki
N.H.No.8, Rakhiyal, Ahmedabad, Gujarat – 380023

+91 – 98256 43044, +91 – 99135 43044

viral.industries1985@gmail.com

www.viralindustries.com             Viral Industries


