
 

 

         TECHNICAL DATA SHEET 

BOND-FA-01  
FOAMING AGENT 

 
FA-01 is a pale yellow to brown color liquid is used to produce light weight concrete mixture, with or without 
aggregates. 
 
FEATURES 

1..Chloride free   2. High stability of the pores  3. Good water retention 4. Good workability of 

concrete and mortars.  5. Improves the homogeneity of the concrete and mortar 6. Specific gravity  

can be adjusted according to the requirements. 

 

WHERE TO APPY 

 

 Grout filling  * Leveling mortar  *Trowel ready mortar  * Light weight concrete  * Insulation mortar  * 

Foamed concrete  * Polystyrene concrete. * For flat roof insulation screed  & Soil replacement for back 

filling and ground stabilization.  *  Fabrication of lightweight panels,  beams and  blocks  * filling of 

underground old pipes, tunnels, sewers, storage tanks, shelters and basements. 

 

 

 

 

PROPERTIES 

 

No. CHARACTERISTICS UNIT VALUE 

1 Density Kg/Sq.cm.3 Approx. 1.05 

2 Color  Yellow to brown 

3 Consistency  Liquid 

4 Dosage Per bag of cement 200 ml to 1liter 

5 Shelf life Months 12 

6 Packing Kg 30, 50 & 200 CRB & 

Drum 
 

The information contained here in is reliable and accurate to the best of our knowledge. However conditions of use and method of applications 

are beyond our control, no warranty is expressed or implied. 
 

TECHNICAL SERVICES & Technical assistance 
Information is available by calling the Mr Bond Technical Service at: 
Email:- Costomercare@mrbond.org 
 

MR. BOND POLYCHEM 
111,  Shivam Complex, Science city road, Sola, Ahmedabad-60 (Guj) India 

mail: jpbond009@yahoo.co.in / info@mrbond.co.in / contact@mrbond.co.in  
 web: www.mrbond.co.in / www.mrbond.org 
M-0 94094 57994 /  093279 24007  Ph: 079-2777 4269   
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