
Iron Oxide Pigment
Colored powder pigments (red, yellow, black)

Product Description

Iron oxide pigments used in paints, coatings, concrete, and plastics for coloring.

Certificate of Analysis

HSN Code: 2821.90 CAS Number: 1309-37-1 Classification: Non-hazardous under normal handling

Parameter Specification Test Method

Color Red / Yellow / Black (as per grade) Visual

�C�o�m�p�o�s�i�t�i�o�n� �(�F�e ‚�O ƒ�) Min 90% XRF / Chemical analysis

Moisture Content Max 1.0% Gravimetric

pH (10% slurry) 5.5 – 8.0 pH meter

Particle Size (D50) 0.2 – 1.0 microns Laser diffraction

Oil Absorption 30 – 40 g/100g ASTM D281

Specific Gravity 4.0 – 5.2 Pycnometer

Bulk Density 2.5 – 3.5 g/cm³ Standard method

Heavy Metals (Pb, Cd, Hg) Below detection limits AAS / ICP-OES

Physical Properties

Appearance: Fine powder (color varies by grade)

Packing: 25 kg, 50 kg bags (kraft paper with PE lining), Jumbo bags (FIBC) for bulk shipments

Storage: Store in a dry, cool, and well-ventilated place. Avoid moisture and contamination. Keep containers tightly closed.

Safety & Handling

PPE: Dust masks, protective goggles

Hazards:
• Dust inhalation
• Mild irritation


