
Thinners
Clear, colorless to pale yellow liquid

Product Description

Solvent blends for paints, coatings, and industrial cleaning.

Certificate of Analysis

HSN Code: 3814.00 CAS Number: Varies depending on formulationClassification: Hazardous

Parameter Specification Test Method

Density @ 20°C 0.85 – 0.90 g/cm³ ASTM D1298

Viscosity @ 25°C 1 – 5 cP ASTM D445

Flash Point (Pensky-Martens) 20 – 40°C ASTM D93

Boiling Range 60 – 160°C ASTM D86

Refractive Index @ 20°C 1.38 – 1.44 ASTM D1218

Water Content Max 0.2% Karl Fischer (ASTM D6304)

Purity Min 98% GC Analysis

Residue on Evaporation Max 0.1% Gravimetric

Physical Properties

Appearance: Clear, colorless to pale yellow liquid

Solubility: Completely miscible with paints and resins

Packing: 200 L MS drums, 210 L HDPE drums, 1000 L IBC tanks, Bulk tankers

Storage: Store in a cool, dry, and well-ventilated area away from ignition sources. Use explosion-proof equipment.

Safety & Handling

PPE: Gloves, goggles, vapor respirator

Hazards:
• Flammable
• Skin irritation
• Eye irritation
• Organ toxicity


