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PET & PREFORMS
TESTING INSTRUMENTS

Model PPS - 400

Polariscope  Dx  / Computerised

Model PPC - 203
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Polariscope  Dx

Defects in are easily identifiable using the Polariscope Strain Viewer Crystallinity is 
readily identified. Not only can the molecular birefringent flow lines (frings) be 
seen in colour but the black isoclinic lines are visible when the preform axis are 
parallel to the polarizing axis of the viewer. Completely imported Kit. Includes  

•   Viewing field : 260 x 260 mm 

•   Overall size : 445x280 mm  

•   Mains Voltage : 220/240V 

•   Weight : 20 Kg. approx

Model PPS - 400

Defects in PET Preforms are easily identifiable using the Polariscope PET Preform 
Strain Viewer Crystallinity is readily identified. Not only can the molecular 
birefringent flow lines (frings) be seen in colour but the black isoclinic lines are 
visible when the preform axis are parallel to the polarizing axis of the viewer. 
Completely imported Kit. Includes 

•  Complimentary : Preform Defect Chart 

•  Viewing field : 260 x 260mm 

•  Overall size : 445 x 280mm 

•  Mains Voltage : 220 / 240V 

•  Weight: 25 Kg. approx. 

An indispensable instrument with following features :

•  High resolution camera clicks pictures with integrated software. 

•  Standard reference defect pictures preloaded in software for easy reference. 

•  Special Pick & place feature helps in placing test preform picture with standard 
picture. 

•  On choosing the defect the reason for defect; along with suggested action is 
automatically reflected in the report. 

•   Company logo; Batch; Lot No.; Date & time, Checked by Details are available 
in the report which can be saved in the computer; e-mailed or printout can be 
taken for ready reference. A world class design specially brought to you by 
Presto. 

Polariscope Computerised 

Model PPC - 203

Polariscope Software Screen Shorts Web Cam Web Cam Fixture Software CD

•  The equipment is built on a rigid metallic base plate and finished in Autumn Gray 
    painting and bright chrome/zinc plating to give it a corrosion resistant finish.

•  The Instrument comes complete with Instruction Manual, Calibration Certificate 
    traceable to NABL approved Labs. 



*All the above logos are the sole property of their respective  owners and are used purely for depiction purposes only.

OUR OTHER PRODUCTS :-
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Key to our success, 
           Our valued customers

Presto Stantest Private Limited 
I-42A, DLF Industrial Area Phase-I, Delhi Mathura Road, Faridabad 121003, Haryana, India
P : +91 129 4272727   E : info@prestogroup.com
 
Mumbai
503 B, Fair link Centre, Opp. Fame Adlab 
Behind Mongini’s Off Link Road 
Andheri (West), Mumbai 400058
P : +91 022 42957052, 42957053
E : west@prestogroup.com

Head Office :

Branches :
 
Kolkata

rd
93, 3  Floor, Karnani Estate
209, A.J.C. Bose Road 
Kolkata-700017. West Bengal 
P : +91 033 40612012
E : east@prestogroup.com

 
Chennai
A-3,First Floor, Sri Sathya Sai Building
755, Poonamallee High Road, Kilpauk
Chennai- 600 010.  Tamil Nadu
P : +91 044 43865260, 43838372
E : south@prestogroup.com
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Transparency TesterTop Load Tester 
Computerised Wall Thickness Gauge Eccentricity Tester Moisture Analyzer MB 45 Preform Neck Cutter
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