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BROCHURE FOR CREAM SEPARATOR 
 
 
 

 

“MEI - 01” CREAM SEPARATORS ELECTRICALLY OPERATED . SEPARATION 
CAPACITY 165 LITERS PER HOUR. ALL MILK CONNECTING PARTS ARE 

MADE OF STAINLESS STEEL.ELECTRIC MOTOR AC 50 CYCLES, 220/230 
VOLTS, ¼ HP SINGLE PHASE TANK CAP: 20 LITERS APPROX. 20‐22 DISCS IN BOWL            

Model is also available in 110 v and 60 hz and 240 v and 50 hz.                              

 
      

            
 

 

 



 

 

 

 

 

“MEI - 02” CREAM SEPARATORS HAND OPERATED, LISTER TYPE, AS - 9 MODEL SEPARATION  
CAPACITY 165 LITERS PER HOUR. SKIM MILK PAN, CREAM PAN AND FLOAT CHAMBERS ARE 
MADE OF MILD STEEL DULY TINNED. BOWL MADE OF SPECIAL STEEL AND FITTED SS DISC. 
TANK MADE OF ALUMINUM & HAVING APPROX 20 LITERS CAPACITY. 20‐22 DISCS IN BOWL 

 
     

                  

 
 
 
 
 
 

 

 

 



 

“MEI - 03” CREAM SEPARATORS HAND OPERATED, LISTER TYPE, AS - 9 MODEL SEPARATION  
CAPACITY 165 LITERS PER HOUR. SKIM MILK PAN, CREAM PAN AND FLOAT CHAMBERS ARE 
MADE OF MILD STEEL DULY TINNED. BOWL MADE OF SPECIAL STEEL AND FITTED SS DISC. 
TANK MADE OF ALUMINUM & HAVING APPROX 20 LITERS CAPACITY. 20‐22 DISCS IN BOWL.                 
THE ABOVE SEPARATOR AS=9 BUT FITTED WITH ELECTRIC ATTACHMENT HAND CUM ELECTRIC 
OPERATED. ELECTRIC MOTOR AC 50 CYCLES, 220/230 VOLTS, SINGLE PHASE. ¼ HP 

Model is also available in 110 v and 60 hz and 240 v and 50 hz.           
 

  
  
 
 
 
 



 
 

 

“MEI - 04” CREAM SEPARATORS LISTER TYPE HAND DRIVEN CAPACITY 60 LITERS PER HOUR. 
SKIM MILK PAN, CREAM PAN & FLOAT CHAMBERS ARE MADE OF MILD STEEL DULY TINNED. 
BOWL MADE OF MILD STEEL FITTED WITH S.S. DISC. TANK ALSO MADE OF MILD STEEL 
.HAVING CAPACITY 6‐7 LITERS. 9‐10 DISCS IN BOWL 

 

           
 
 

 

“MEI - 05” CREAM SEPARATORS LISTER TYPE , HAND OPERATED CAP. 110 LITERS PER HOUR. 
SPOUTS AND BOWL ARE MADE OF MILD STEEL DULY TINNED. TANK MADE OF ALUMINUM 
HAVING CAP. 9‐10 LITERS 

 
 



                 
 
 

“MEI - 06” THE ABOVE SEPARATORS CAP 60 LTRS (SR. NO. 4) BUT ALL MILK                                
CONNECTING PARTS ARE MADE OF STAINLESS STEEL. 

 

                  
 

 

 

 

 

 

 

 

 

 

 

 

 

 



 
 
 
 
 
 

“MEI - 07” CREAM SEPARATORS ELECTRICALLY OPERATED, SEPARATION CAPACITY 

60 LITERS PER HOUR. . ALL MILK CONNECTING PARTS ARE MADE OF STAINLESS 

STEEL. ELECTRIC MOTOR 220/230 VOLTS, SINGLE PHASE, 0.25HP. 

Model is also available in 110 v and 60 hz and 240 v and 50 hz.           

 
 
 
 
 

           
        

   

 

 

 

 

 

 

 

 

 

 



 

 

 

 

“MEI - 08”   “MEI” CREAM SEPARATOR ELECTRICALLY 

OPERATED AS-107 MODEL.  ALFA TYPE SEPARATION 

CAPCITY 300 LITERS. H. SKIM MILK PAN, CREAM PAN & 

FLOAT CHAMBER ARE MADE OF STAINLESS STEEL. BOWL 

MADE OF SPECIAL STEEL AND FITTED WITH MIRROR 

FINISH SS DISC. TANK MADE OF ALUMINIUM & HAVING 30 

LITRE CAPACITY. ELECTRIC MOTOR AC 50 CYCLES, 

220/230 VOLTS, SINGLE PHAS  

Model is also available in 110 v and 60 hz and 240 v 50 hz.           
 

 

 

   
 

   

 

 

 

 

 

 

 

 



 

 

 

 

 

“MEI - 09”   “MEI” CREAM SEPARATOR ELECTRICALLY 

OPERATED AS-107 MODEL.  ALFA TYPE SEPARATION CAPCITY 500 LITERS.                                        
H. SKIM MILK PAN, CREAM PAN & FLOAT CHAMBER ARE MADE OF STAINLESS STEEL. 

BOWL MADE OF SPECIAL STEEL AND FITTED WITH MIRROR FINISH SS DISC. TANK 

MADE OF ALUMINIUM & HAVING 35  LITRE CAPACITY. ELECTRIC MOTOR AC 50 

CYCLES, 220/230 VOLTS, SINGLE PHASE 

Model is also available in 110 v and 60 hz and 240 v and 50 hz.           
 

 

             
 
 
 
 
 
 
 



 
 
 
 
 

“MEI - 10”   “MEI” CREAM SEPARATOR ELECTRICALLY 

OPERATED AS-107 MODEL.  ALFA TYPE SEPARATION CAPCITY 750 LITERS.                                        
H. SKIM MILK PAN, CREAM PAN & FLOAT CHAMBER ARE MADE OF STAINLESS STEEL. 

BOWL MADE OF SPECIAL STEEL AND FITTED WITH MIRROR FINISH SS DISC. TANK 

MADE OF ALUMINIUM & HAVING 35  LITRE CAPACITY. ELECTRIC MOTOR AC 50 

CYCLES, 220/230 VOLTS, SINGLE PHASE 

Model is also available in 110 v and 60 hz and 240 v and 50 hz.           
 

 
 

 
 
 
 
 



 
 

“MEI - 11”   “MEI” Cream Separator 1000 LPH ( 250 Gallons ) having separation capacity  

of 1000 Litres Per Hour is ideal for small farms. It is best suitable for Farms/Dairies/People  

having Cow's/Goats. It combines wase of Electric Separating with durability of Stainless  

Steel Bowl, The electric separator takes the guess work and labour out of separating.  

You can make your own butter, cheese, ice cream with the fresh Cream you get from separation. 

 

 

        
 

Specifications: 
Model No. : MEI -1000-SSE 

Operation : Electrically Operated 

Capacity : 1000 LPH ( 250 Gallons ) 

Supply of Milk : Online Supply 

Technology : Centrifuge Process to Separate Cream 

Power Source : 220-230 Volts 50 Hz / 110 Volts 60 Hz 

Separation Bowl & Disc : Food Grade Stainless Steel. 

Milk Spout & Cream Spouts : Food Grade Stainless Steel.   
Model is also available in 110 v and 60 hz and 240 v and 50 hz.           
 
 



 
“MEI - 12”   “MEI” Cream Separator 3000 LPH Online Milk Cream Separators (3000 LPH) 

for our valued clients. Designed to perfection, Online Milk Cream Separators (3000 LPH) ensures 

longer service life, resistance against corrosion, low power consumption and smooth finish. Online 

Milk Cream Separators (3000 LPH) can be used for both residential and commercial purposes. We 

offer Online Milk Cream Separators (3000 LPH) in different technical specifications in order to 

cater to the divergent demands of the clients.  

 

                                    

 

Highlights : 

 Production capacity: 3000 liter per hour 

 Operates on 3 horse power motor, 440 volts and 50 hertz frequency 

 Available with 65 to 70 discs 

 Longer service life 

 Efficient performance 

 Model is also available in 110 v and 60 hz and 240 v and 50 hz.           


