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(Gas Consumption ; 300 - 400 gms. Gas Consumption : 600gms-1kg.

Gas Consumption ; 1.2-2kg.
Pipe Size 6.5°(St

Pipe Size 25" (Steel)/5{Flexi)—Pipe Size : 4.5 (Steel)/10" (Flexi)

No. of Blades : 12, Dia: 240 mm

Humidity Range : 20-99%

Range :-30 to 380 Degree Cel. & Ph Meters
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ity : 2,000 sq.ft./hr.

Temp. Range - 700-800°
L J

Weiaht- - 17 ka. Net
welgnt 1 Kg. Net

Measuring Range  0-40%

ivity / Acet—+0:1%/+0-2% Accuracy ——+0.1%

Calibration *More:than 100

~Temp. Range +-0-60°C

Battery Type-6F22-9v-3 Accuracy - 1-2%
Power Source : 4x1.5 V

Temp. Range - 700-300° Temp.-Range - 700-800>

exhaust

fan also
available

Brass Vaccinator  Vaccman Vaccina

Electric Volt : 60-240

Gauge 1010 Tomm

Electric Volt : 60-240

Fencing : Side wall/Boundry

Vaccine Hotd ™ ;10 ml Vaccine HOHj@ vial

Vaccine Del. from 0.1 ml. Yaccine Del. from-: 0.2 mi.==——(periion: Beak/Trim/Cauterizes

TYDG -Manual  1YPe - Manual -

: Manual

Operation— Beak/Trim/Cauterizes-
: Automatic :

Accuracy 5 Grams

Chicks Transportation Cage

Plastic Egg Trays

eeder — Capacity-of DOG—-80t0-100—

_~ Bird Transportation Cage

Egg Transportation Cage

Capacity —12-18-Commercial—Capacity —-360-eggs(12x30-trays)—

Capacity : 30 €0gs —  Dimensions TB65LX500WXT45Hmm Birds

Weight : 165/240 gms.  Weight - 1600/gms.

Dimensions : 26" L x 14.5" Wx 14" H
WthT -2.55 kg (only cage)

Dimensions : 36" L x 22" W x 11" H
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Chick Feeding Tray Chick Feeding Tray (Rectangle) Turbo Chick Feeder Chick Feeder

Capacity of Chicks : 50 Capacity of Chicks : 70 Capacity of Birds : 50 to 70 Capacity of Chicks : 50

Tray Height 42 mm Tray Dimension  :390x 510 x 45 mm  Feed Capacity 14 kg. Feed Capacity :2.5-3kg.
Tray Dia :400mm  Feed Pouring Cap. : 3 kg. Feed Saving : upto 14% Grill Gap ;30 mm
PriCE ©eeeeeeeseeseeseesssnne PHICE * oo, PrCE & eeeeeeeeeeeeeeeeeseseeeereene PrICE @ ooeeeeeeeeeeeeeeeeeseesseae

Grower Feeder - 8 kg. Grower Feeder - 10 kg. Parent Feeder Male Parent Feeder Female
- Ce : P Capacity of Birds : 14 Capacity of Birds : 16

Capacity of Birds : 50 Capacity of Birds : 50 ) .

Feed Capacity 8 kg. Feed Capacity  : 10 kg. Feed Capacity ~ :2.25kg. Feed Capacity ~ :2.25kg.

Grill Gap - 55 mm Grill Gap 55 mm Grill Size :73mm Grill Size t43 mm

(L V- (6 —— [

Cage Feeder

Cage Feeder / Cage Drinker  Chick Drinker - 3 Ltr.

Capacity of Birds : 18/ 10 Capacity of Birds : 50 to 70
Pouring Capacity : 0.5 kg./0.5 Itr. ~ Water Capacity : 3 Itrs. Water Capacity : 3 ltrs. Water Capacity : 5 ltrs.

Type : Manual Type - Manual (conical Shape) Type - Manual (Fiat Shape) Type : Manual
PriCe oo ([0 T PriCE ©eeeeeeeeeee v PriCE ©eeeeeeeeeeereeeeeeeeerriaaene

Chick Drinker - 3 Ltr.
Capacity of Birds : 50 to 70

Chick Drinker - 5 Ltr.
Capacity of Birds : 50 to 70

Grower Drinker - 6 Lir.

Capacity of Birds : 35 to 40
Water Capacity : 6 Itrs.
Type : Manual

Grower Drinker - 8.5 Lir.

Capacity of Birds : 3510 40
Water Capacity : 8.5 Iirs.
Type . Manual

Nipples Drinking System

Capacity of Birds : 4 to 5 / Nipple

Water Output ;100 to 150 mi/min.
Type : Broiler / Layer
Price :

Bell Drinker - Cls.
Capacity of Birds : 50 to 60

Lip Space : 55 mm
Type : Automatic
[0

Jumbo Broiler Drinker-Cls.

Capacity of Birds : 50 to 60
Lip Space ;55 mm
Type . Automatic
PriCe o

Drinkers Usefull Accessories

Valve : for Water Shutoff
Pipes : Connector & ‘T’
Drinker : Union

Bell Drinker - Dix.
Capacity of Birds : 50 to 60

Lip Space : 55 mm
Type : Automatic
[0TSR

Jumbo Broiler Drinker-DIx.

Capacity of Birds : 50 to 60
Lip Space :55 mm
Type . Automatic
PrCe & o

~dad

Bell Drinker - Std.
Capacity of Birds : 50 to 60

Lip Space :55mm
Type - Automatic
PriCE oo eeeerreeeeeeessnennns

Jumbo Broiler Drinker-Std.
Capacity of Birds : 50 to 60

Lip Space ;55 mm
Type - Automatic
PrCE & o

Nipples System Accessories Cage Mat

Lifting - Winches, Ropes, Clamps,

Pulleys & Pipes

Drips Cups : Square, Round & Dual

Sizes & 165" x21” = (25"x1.5")
Mesh: 165" x21” = (3"x1.5")
187x21" = 25" x15)
18"x21" = (3'x15)
18"x25” = (25" x 15"

5 Years*
replacement
Guaranteed
Burner

Chishmo-500 Gas Brooder

Brooding Capacity : 500 DoC
Gas Consumption : 125gms./hr.
Brooding Ar. Gov. : 100sq.ft.

Without
Thermostat

Chishmo-1000

Electric Brooder - Basic
Brooding Capacity : 1000 DoC

Electric Con. 22 Kw. / hr.

Brooding Ar. Cov. : 200sg.ft.
Price : o

Sprinklers
Capacity :20-25 Ft.
Arm Dia. :13-19-25 mm

Rotation : Full/Half
Price : o,

Available

Now
2 with
- Reflector

5 Years*
replacement
Guaranteed
Burner

5 Years*
replacement
Guaranteed
Burner

Customized
Length
Available

Chick Guard

Chishmo-1000 Gas Brooder Chishmo-4000 Gas Brooder

Brooding Capacity : 1000 DoC
Gas Consumption : 225gms./hr.
Brooding Ar. Cov. : 225sq.ft.

With
Digital Temp.
Controller

Chishmo-1000
Electric Brooder - Std.
Brooding Capacity : 1000 DoC
Electric Con. 22 Kw. / hr.

Brooding Ar. Cov. : 200sg.ft.
PriCe o,

Air Circulation Fan - 36"

Motor - 0.5hp, 960rpm
Air Throw Dist. : 50'-60'
CFM 12000
Price : oo

Fogging
System .
with Pump

Type

Brooding Capacity : 4000 DoC
Gas Consumption : 1.2 kg. /hr.
Brooding Ar. Cov. :900sq.ft.

With
Digital Temp.
Controller
& Fan

Chishmo-1000

Electric Brooder - Dix.
Brooding Capacity : 1000 DoC
Electric Con. (2 Kw. /hr.
Brooding Ar. Cov. : 200sg.ft.
PrICE & oo

Fogging System
Placement :5'to 6

Temp. Decreasing : 5°to 10°
: Brass / Plastic

Price : oo

Chicks Capacity : 250-300

Length : 15Ft.
Height :15Inch.
PriCe & oo

Hotflow LPG

Space Heater

Gas Consumption : 4.8kg./hr.

Brooding Capacity : 15000 DoC

Brooding Coverage : 33000 CFT for 28-30°C
Functions : Fully Automatic

Sensor Type : PT-100

Curtain Winching System

Size  : Tailor made

Curtain : Tear/Water/UV/Rat Proof
System : Mechanically Operated
PrCe © v







