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UPVC CUTTING MACHINES

Machine Features

The machine is used for processing the glazing beads,With the cutting and milling blades, it can
finish the 45° cutting of two glazing beads in the back, The machine is fixed horizontally so that
the clamping of profile is simple and the cutting movement is stable, Thus, it ensures the high
accuracy of bead processing and beautiful appearance.

Zenith Engineering

Aluminum Machinery /

with International Standard

Working Air Motor rotational
Air Pressure Consumption speed
0.4~0.6Mpa 80L/min 2800 r/min
Processing Range Outside Weight
(length) Dimension (about)
320~1800mm 1350x500x1350mm 210kg

Machine Features
The machine is used for processing 90° V-shaped grooves of nd plastic, with the
pneumatic driving system, it has the features of e ity,long life and
high efficiency. .
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/UP-Alpha

WX Single Head Welding Machine

{
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Machine Features A

This machine is used for PVC door and window welding processing with variable angle ranging from 30~180°,
|t features programming control, pneumatic driving, reliable function, simple operation and convenient
maintenance. The machine is made up of machine head. Machine frame, electric controlling tank and material
support etcetera are fixing machine, pressing machine and heating machine etc.

Working Air Welding Welding Dimension of Outside Weight
Air Pressure  Consumption  Height Profile Width ~ Weld Profile Dimension (about)

0.5~0.8Mpa  50L/min  20~120mm <120mm 330mm 960x900x1460mm  260kg
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/UP-Beta

Two Head Welding Machine
Machine Features

The machine is used for welding and the combination, with programming control and pneumatic driving systems,
it has the features of high reliability, large processing range and easy operation, the two heads can work individually,

simultaneously and combinative.

Working Air Welding Welding Welding Outside Weight
Air Pressure  Consumption  Length Profile Height Profile Width Dimension (about)

0.4~0.6Mpa  100L/min  400~3300mm  20~100mm <120mm  4300x1000x1700mm  950kg

/UP-Delta
Three Head Welding Machine

Machine Features

It is a special machine for processing plastic doors and windows It can weld and the combination, programming
control and pneumatic driving system are used to achieve the high reliability, easy operation and large processing
range, The 3 heads can work individually, simultaneously or combinative.

Working Air Welding Welding Welding Outside Weight
Air Pressure  Consumption  Length Profile Height Profile Width Dimension (about)

0.4~0.6Mpa  150L/min  400~3300mm  20~100mm <120mm  4300x1000x1700mm  1200kg

Four Head Welding Machine

Machine Features

It is a special machine for processing plastic doors and windows. It can weld and the combination. Programming
control and pneumatic driving systems are used to achieve processing range. The 4 heads can work individually.
Simultaneously or combinative.

Working Air Welding Welding Welding Outside Weight
Air Pressure  Consumption  Length Profile Height  Profile Width Dimension (about)

0.4~0.6Mpa  200L/min  400~4300mm  20~100mm <120mm  5500x1000x1700mm  1600kg




