BANDI TECHNOLOGY

Best Assured New Devices In Technology

ALL RANGES OF WATER BATH & WATER CHILLER
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Refrigerated High Cooling Capacity Water Chiller Open.Heating/ Wax in Bitumen Testing
Circulating Chiller Cooling Bath Apparatus IS 10512-2003

Temprature Range: Variable

1. RT to 100°C/ 300°C, Accuracy :+0.1, Bath Size: 5 Ltr.
2.-10 to 100°C/ 150°C, Accuracy :=0.1/0.01, Bath Size: 5 Ltr.
3.-20 to 100°C/ 150°C, Accuracy :=0.1/0.01, Bath Size: 5 Ltr.
4. -25 to 100°C/ 150°C, Accuracy :+0.1, Bath Size: 5 Ltr.
5.-30 to 100°C/ 150°C, Accuracy :+0.1, Bath Size: 9 Ltr.
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Pensky Martens closed cup

. -40 to 100°C/ 150°C, Accuracy :+0.1, Bath Size: 9 Ltr.
Flash Point Tester

.-50 to 100°C, Accuracy :+0.1, Bath Size: 9 Ltr.
. -80 to 100°C, Accuracy :+0.1, Bath Size: 9 Ltr.

Cooling Capacity @20°C: Variable
300W/500W/600W/800W/1000W/2500W/3500W

Shaking Flow Rate: Variable

Beaker Holding
Water Bath Water Bath 10LPM/12LPM/15LPM/17LPM/20LPM/25LPM/35LPM

Handy Sonicator: Hand Held Sonicator : Indirect Sonication Separate Temperature Controlled Small  Industrial Sonicator :
50W-100W 200W-400W Transducer & Generator Volume Sonication 1000W-16000W

® ®9891673394, 9716963092 | Office No. : 011-41424418, 8882104195
@ banditech07@gmail.com | info@banditechnology.com & www.banditechnology.com
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GENERAL EQUIPMENT'S AND ENVIRONMENTAL PRODUCTS
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Ultrasonic Cleaner Sonicator + Shaker + Chiller + Dry Bath Incubator Microwave Digestion Total Organic
2.5L to Above Degasing Function with Shaking System Analyzer

Karl Fischer Titrator Potentiometric Titrator COD Calorimeter EPA Melting Point : 400°C  Kjeldahl Nitrogen Analyzer
Approved Method without Oil Bath

OPTICAL INSTRUMENTS

Hand Held Refractrometer Abbe-Refractometer Automatic-Polarimeter Spectrophotometer

Pen Type Tablet Type Meter Benchtop/Touch Screen Turbidity Meter Portable Calorimeter

Measuring Parameter : pH/EC/TDS/Temp/DO/lon /Resistivity/Salinity
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BASIC LAB AND RESEARCH PHOTO REACTOR LIGHT
KES"(@ LED PhotoReaction Lighting
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Rig W / Fan Kit PR300 PhotoReactor
Customized Wavelength also available (400nm, 518nm, 595nm, 640nm, 660nm, 740nm, etc) Setup (with Cooling System)

Rotary Vane Pump Dryfast Eco Pump  Diaphragm Vacuum Pump Filtration Vacuum Pump  Rocker Vacuum Pump

Rotary Evaporator  Analytical Balance Moisture-Balance Syringe Pump UV-CABINET
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Viscometer Cone & Plate Non-Flowable Sample Plus Gel Timer Texture Analyzer
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BASIC LAB AND RESEARCH PURPOSE EQUIPMENT

Hot air Oven, Vacuum Oven
Muffle Furnace, Tube Furnace
BOD Incubator

Autoclave

Orbital shaking Incubator
Flash & Fire Point

Deep Freezer, Freezer Dryer
Bacteriological Incubator
Humidity Cabinet

Blood Bank Refrigerator
Environmental Plant Chamber
Vertical & Horizontal Laminar
Biological Safety Cabinet
Lypholizer: -80°C/ -40°C

Sieve Shaker
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Ovens & Incubator
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Homogenizer Ultra Sonicator Range :

120W, 250W, 500W, 750W Overhead Stirrer Double Distillation Unit
900w, 1200w, 1800W

Hot Plate Magnetic Stirrer . .
g Digital Disperser

PARTIAL USER LIST IN ALL OVER INDIA

AIIMS - All India Institute Of Medical Science
Aurigene Pharmaceutical Services Limited (Dr Reddys)
BASF

CSIR Labs | Council of Scientific & Industrial Research
DRDO Lab

ICAR - Indian Agricultural Research Institute

Multi Solvent Filtration Hydraulic Press Machine

Indian Institute of Technology

Jubilant Biosys Limited

National Thermal Power Corporation Ltd. (NTPC)
10. Oil And Natural Gas Corporation Ltd. (ONGC)
11. SYNGENE INTERNATIONAL LTD.
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Bomb Calorimeter Ball mill COD Digestor Heating Mantels
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