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HYDRAULIC
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CONFORMITY WITH
EUROPEAN STANDARD

PIPE BENDERS CATALOGUE - 2016

HYDRAULIC PIPE BENDERS

HYDRAULIC PIPE BENDER WITH HINGED
FRAME

Manual operated for long radius heavy gauge ERW pipe bending ideally suitable for'C' class size 3/8"
to6" gas; water, steam DIN 2440/2441 up to 90° bending & sch 40 on request

Prod. No.  Size in Inches Pump Force No. of N.Wt. (Kgs.) G.Wt(Kgs.)
in Tons Formers

213A 38-1 7 4 420 60.0

213B 12-2 15 6 98.0 110.0

213C 1/2-3 16 8 143.0 163.0

213D 1-4 20 7 3120 390.0

213E 2-6 20 5 368.0 482.0

HYDRAULIC MOTORISED PIPE BENDER
WITH HINGED FRAME

Motorised operated for long radius heavy gauge ERW pipe bending ideally suitable for 'C' class size
3/8"to6" gas, water, steam DIN 2440/2441 up to 90° bending & sch. 40 on request

Limit Switch/Stopper
on request

[ P-215 4

Prod. No. Sizein Pump Force Motor Power/HP No. of NWL GWL
Inches in Tons Il Phase 440V & Formers (Kgs.) (Kgs.)

| Phase 220/110V on request
215A 102-2 15 20 6 1300 1600
2158 12-3 16 20 8 163.0  195.0
215C 1-4 20 30 7 3370 4220
215D 2-6 20 30 5 3930 5140

PROFESSIO

NEwW GENERATION
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HYDRAULIC MOTORISED COMPACT
PIPE BENDER WITH HINGED FRAME

Matorised operated for long radius heavy gauge ERW pipe bending ideally suitable for ‘C' class size
3/8"to 6" gas, water, steam DIN 2440/2441 up to 90° bending. Standard electricals is 440V, Il Phase
onrequest

Limit Switch/Stopper
on request

p-277

Prod. No. Sizein Pump Force Motor Power/HP No. of N.wWt G.wt
Inches in Tons Il Phase 440V & Formers (Kgs.) (Kgs.)

| Phase 220/110V on request
277A 112-2 15 20 6 160.0 190.0
2718 12-3 16 20 8 1930 2250
277C 1-4 20 30 7 2170 4620
277D 2-6 20 3.0 5 3330 5540
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HYDRAULIC MOTORISED PIPE BENDER
WITH HINGED FRAME WITH POWER PACK

Motorised with power pack for long radius heavy gauge ERW pipe bending ideally suitable for'C' class
size 3/8"to 12" gas, water, steam DIN 2440/2441 up to 90° bending & Sch. 40 & 80 on request
T
Limit Switch/Stopper
on request

For

8" 812"

Prod.No.  Size Motar Power/HP IIl Phase 440V & No. of N.Wt GwWt

in Inches Phase 220/110V on request Formers (Kgs.) (Kgs.)
212A 12-2 20 6 185.0 250.0
2128 112-3 20 8 2200 300.0
212C 1-4 30 4 390.0 5400
212D 2-6 3.0 5 4470 628.0
212E 4-8 5.0 3 - -
212F 6-12 75 4 — —

SPARE BENDING FORMERS OF HINGED
FRAME

For long radius heavy gauge bending ideally suitable for 'C' class (Sch. 40 & 80 pipe) size 3/8" to 12°
gas, water, steam DIN 2440/2441 up to 90° bending &
o

e -

CL&SG
FORMERS

Bending radius R
is always calculated
from the middle of

==

M.S. FORMERS the pipe.

Prod. No. 1D 0.D. Wall Thick. 0D Wall Radius N.Wt.. (Kgs.)

Inches (ERW) (ERW) Sch Thick Sch. mm Cl M.S

mm mm 40/80mm  40/80 mm

214A 3/8 16.7 3.25 - - 95 1.100 3.000
2148 12 21.0 3.25 213 271-37 95 1.500 2.650
214C 34 264 3.25 26.6 28-39 95 1.200 2.300
214D 1) 332 4.05 334 33-45 130 1.800 4.950
214E 1% 42.0 4.05 421 35-48 165 4.350 5.000
214F 1% 47.8 4.05 482 36-5.0 210 7.900 8.300
214G 2 60.3 45 60.3 39-55 280 10.550  13.150
214H 2% 76.1 45 73.0 51-7.0 300 9.700 13.850
214 3 88.9 4.8 88.9 55-786 400 21.800 20150
2144 4 115.0 54 1143 6.0-85 600 43.000 38.350
214K 5 139.65 54 1413  65-95 700 66.000  62.000
214L 6 166.0 54 1683 71-110 700 63.800  58.000
214M 8 - — 2191 81-127 1100 165.000 =3
214N 10 — — 2730 92-151 1365  244.000 —
2140 12 - — 3238 103-174 1620 192.000 —

5 & 212 are avallable in Cast Iron, S.G. Iron & M.S. Steel but we
for lang life and durability
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SUGGESTION: Bending formers of Prod. No.
recommend S.Glron&M.S, Stes

PROFESSIONAL TOoOLS FOR NEwW GENERATION

HYDRAULIC PIPE BENDER WITH SEPARATE
PUMP

Manual operated Hydraulic Pipe Bender with separate pump suitable for long radius heavy gauge
Sch.40 & 80 size 3/8 - 6" gas, waler, steam DIN 2440/2441 up to 90° bending.

Prod. No. Sizein Pump Force No. of
Inches in Tons Formers
Sch. 40 - 80
223A 112-2 18-22 6
2238 12-3 22-28 8
223C 1-4 28-35 7
223D 2-6 35-50 5

HYDRAULIC PIPE BENDER WITH DOUBLE
FRAME OPEN BENDING

Manual operated specially self designed for short radius heavy & thin wall thickness bending size 3/8"
to 2" gas, water, steam, stainless stee! & Conduit upto 180° intwo steps

.

Prod. No. Sizein Pump Force No. of N.Wt GWt.

Inches in Tons Formers (Kgs.) (Kgs.)
224A 38-1% 15 5 180.0 2270
224B 12-2 15 6 230.0 2770

INDER "7's5

HYDRAULIC ECO PIPE BENDER WITH
HINGED FRAME

Hydraulic ECO Pipe Bender Manual operated for long radius heavy gauge ERW pipe bending ideally
suitable for size 3/8" to 2" gas, water, steam DIN 2440/2441 up to 90° bending

 P-602 4

Prod. No. Size in Inches Pump Force No. of N.WL
in Tons Formers (Kgs.)
6028 12-2 10 6 56.0

HYDRAULIC MOTORISED PIPE BENDER
WITH DOUBLE FRAME OPEN BENDING

Motorised specially self designed for short radius heavy & thin wall thickness bending size 3/8" to 2"
gas, water, steam, stainless steel & Conduitupto 180°intwo steps

~

Limit Swilch/Stopper
on request i

Prod. No. Sizein Pump Force Motor Power/HP Il Phase 440V & No. of NWt.  Gwt

Inches in Tons | Phase 220/110V on request Formers  (Kgs:) (Kgs)
222A 38-1% 15 20 5 2040 269.0
2228 12-2 15 20 6 2440 309.0

HYDRAULIC PIPE BENDERS



HYDRAULIC PIPE BENDERS

HYDRAULIC MOTORISED COMPACT
PIPE BENDER WITH DOUBLE FRAME
OPEN BENDING

Compact Motorised specially self designed for short radius heavy & thin wall thickness bending size
3/8" to 2" gas, water, steam, stainless steel & Conduit upto 180° in two steps. Standard electrical is

440V, Il Phase & 220V, | Phase on request. -

Limit Swi

on

Prod. No. Sizein Pump Force Motor Power/HP |Il Phase 440V & No.of  NWL GWt

Inches in Tons | Phase 220/110V on request Formers  (Kgs.) (Kgs.)
281A 3/8-1% 15 20 5 2540 318.0
281B 1/2-2 15 20 6 2940 358.0

HYDRAULIC PIPE BENDER WITH OPEN
FRAME

Manual operated for long radius thin wall thickness bending ideally suitable for ERW'A’ & 'B' class size
3/8"to 2" gas, water, steam, stainless steel and conduit upto 90°

Prod. No. Size In Pump Force No. of N.Wt GWt

Inches in Tons Formers (Kgs) (Kgs)
217A 38-1% 15 5 133.0 176.0
217B 112-2 16 6 198.0 2410

HYDRAULIC PIPE BENDER WITH DOUBLE
FRAME OPEN BENDING WITH POWER
PACK (Box Type)

Motorised with power pack specially self designed for short radius heavy & thin wall thickness bending
size 3/8"to 2" gas, waler, steam, stainless steel and conduit upto 180° in two steps

Box type
with 180" attachment

Box Type 90
Prod. No.  Size (Inch.) Bending Motor Power/HP Il Phase 440V & | Phase ~ N.Wt
Angle 2201110V on request (Kags)
216A 38-2 §°-90 20 300.0
2168 38-2 5°-180 20 375.0

HYDRAULIC MOTORISED PIPE BENDER
WITH OPEN FRAME

Motorised operated for long radius thin wall thickness bending ideally suitable for ‘A’ & 'B' class size
3/8"to 2" gas, water, steam, stainless steel and conduit upto 80°

Prod. No. Sizeln Pump Force Motor Power/HP Il Phase 440V No.of NWL GWt

Inches in Tons & | phase 220/110V on request Formers  (Kgs) S
218A 38-1% 15 20 5 1650 250.0
218B 112-2 15 20 6 2300 3250

FESSIONAL TOOLS

FOR NEwW GENERATION

AN 1S0-9001:2008 Co.

SPARE BENDING FORMERS AND SLIDING
BAR OF DOUBLE FRAME OPEN BENDING

For long radius thin wall thickness bending ideally suitable for ERW 'A' & 'B' class size 3/8" to 2" gas,
water, steam, stainless steel and conduit upto 90°. Standard former for ERW ‘A’ class are supplied

with machine & Matric Formers available from 10 to 60 mm on request.

Bending radius R

is always calculated
from the middle of
the pipe

[ P-225 4

Prod. No. 1D 0D Radius Min. Wall N.Wt
Inches mm mm Thickness (mm) (Kgs)
225A 3/8 16.7 80 15 5100
2258 12 21.0 80 20 5.000
225C 34 264 80 20 4.500
225D 1 332 110 25 9.500
225E 1Y 420 160 25 11.550
225F 1% 47.8 160 28 12.000
225G 2 60.3 200 28 19.600

Required following information for supply the correct formers as per your pipe size.

1. Outer Dia (mm) 2.Wallthickness (mm) 3. Radius (mm) optional 4. Quality of pipe.
NOTE : Standard Former for medium ERW 'B' class are supplied with machine & Matric Formers
available from 10 to 60 mm on request.

HYDRAULIC MOTORISED COMPACT
PIPE BENDER WITH OPEN FRAME

Compact Motorised operated for long radius thin wall thickness bending ideally suitable for 'A’ & 'B'
class size 3/8" to 2" gas, water, steam, stainless steel and conduit upto 90°. Standard electrical is
440V, Il Phase & 220V, | Phase on request.

Prod.No.  Sizeln PumpForce  Motor Power/HP Il Phase 440V No.of NWL GWt

Inches in Tons & | phase 220/110V on request Formers (Kgs) (Kgs
282A 3i8-1% 15 20 5 2150 3000
2828 12-2 15 20 6 2800 375.0

INDER "3%'SE
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SPARE BENDING FORMERS OF OPEN

INDER "$%'SE

HYDRAULIC MOTORISED BAR

PROFESSIONAL TooLs FOrR NEw GENERATION

HYDRAULIC BAR AND STRIP BENDER

FRAME

For long radius thin wall thickness bending ideally suitable for ERW 'A' & 'B' class size 3/8" to 2" gas,

water, steam, stainless steel and conduit upto 90°

Bending radius R

[ P-219 4

Manual operated for Mild steel, copper, brass and aluminium bar and strip bending

AND STRIP BENDER

Motorised aperated for Mild steel, copper, brass and aluminium bar and strip bending

is always calculated
from the middle of
§ the pipe
Prod.No. |D 0D Radius Min, Wall N.Wt m
Inches mm mm Thickness (mm) (Kgs)
219A 38 16.7 100 1.5 7.000
2198 112 21.0 100 20 6.800
219C 3/4 264 100 20 5.750
219D 1 332 150 25 10.550
e 1 = = - s Prod.No. S S P Force Mot HP  No.of NW. GW
' A7 8 0 5 .No. Sizein ize in ump Forc otor power/ 0. of V
ggz 12" E; l; \’232‘:‘ fg gg 292 Prod. No. Sizein Size in Pump Force No. of N.Wt G.Wt M i in ?rOﬂS m Phage 440V & Formers (Kgs) (Kgs.)
s - & FEAN mm mm in Tons Formers (Kgs.) (Kgs.) (FOR STRIP) (FOR BAR) | Phase 220/110V
Required following information fo supply the carrect formers as peryour pipe size (FORSTRIP)  (FOR BAR) on request
1. Quter Dia (mm) 2 Wall thicknesgs (mm) 3. Radius (mm) optional 4. Quality of pipe 206A 100x8 12 15 2 70.000  100.000 207A 100x8 12 15 20 2 95.000 125.000
NOTE : Standard former for ERW'A' class are supplied with machine & Matric Formers available from 2068 150x12 25 15 2 85000  115.000 2078 150x12 25 15 20 2 110.000 140.000
10to 60 mm on request 206C 200x15 30 15 2 95.000 125,000 207C 200x15 30 15 20 2 120.000 150.000

HYDRAULIC MOTORISED COMPACT
BAR AND STRIP BENDER

Compact Motorised operated for Mild steel, copper, brass and aluminium bar and strip bending
Standard electricals is 440V, |ll Phase & 220V, | Phase an request

Limit Switch/Stopper
on request

HAND PIPE BENDER

Manual operated for long radius conduit, brass, copper, aluminium & furniture bending upto 180

{ P-204 4

SPARE BENDING FORMERS AND SLIDING
BAR OF HAND PIPE BENDER

For long radius conduit brass, copper, aluminium & furniture pipe bending upto 180°

{ P-205 J

Bending radius R
is always calculated
from the middie of

the pipe.
Prod. No. Sizein Sizein Pump Force Motor power/HP  No.of NWL GW Prod. No. Size in No, of N.Wt Gwt Prod. No. Pipe Size Formers Size Formers Size Formers Size N.Wt
mm mm inTons Il Phase 440V & Formers (Kgs.) (Kas.) Inches (STANDARD Formers (Kgs) (Kas) 0.D. (Inch.) 0.D. (Inch.) 0.D. (Inch.) 0.D. (Inch.) (Kgs.)
(FOR STRIP) (FOR BAR) | Phase 220/110V 204A &% FORMERS 2 50.550 61.000 for gauge 14 for gauge 16 for gauge 18

on request 2048 4 &1 FOR 2 53.700 65.000 205A % 8 7 8 8.350

278A 100x8 12 15 20 2 145.000 175.000 204C %To1 GAUGE 16 3 62.050 75.000 2058 7 8 9 7.900
278B 150x12 25 15 20 2 150.000 180.000 204D %Tot% PIPE) 4 84.350 100.000 205C 1 7 8 9 11.500
278C 200x15 30 15 20 2 170.000 200.000 204E upto 1% as per customer Spec. with one die 205D 1% 10 12 12 19.600

AN 1S0-9001:2008 Co.
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HYDRAULIC PIPE BENDERS

PORTABLE CONDUIT PIPE BENDER
WITH VICE

Fabricated Potable conduit pipe bender with vice is designed for conduit pipe bending with lever
system upto 180° and SG iron strong Self locking pipe vice 35mm for holding pipe while plumbing job
required for threading and cutting etc

7
o )
=
%
| P-233 § 2
a
H
3
i
Z
3
\
A"
Prod. No. Size (Inch.) Size (mm) No. of Formers N.Wt. (Kgs.)
233A 314 &1 20-25 2 30.500
2338 Ya-1 12-25 3 32.000
233C 34 - 1.4 20-32 3 35.000
233D Yo 1% 12-32 4 36.500

2 WAY TUBE BENDER

2 Way tube bender design to bend thin wall thickness tube bending size 15 & 22 mm for copper,
aluminum, stainless steel & any light gauge tube up 180°

Prod.No. 186A
Size (mm) r—— 154 22
Wt. (Kgs.) 4.700

-05-

SPARE BENDING FORMER AND SLIDING
BAR FOR PORTABLE CONDUIT PIPE
BENDER WITH VICE

For Electrical Condult pipe bending with lever system upto 180°
is always calculated

from the middle of

 P-234 §

the pipe
Prod. No. Size (Inch.) Size (mm) Radius (mm) N.WL (Kgs.)
234A Y 12 70 1.350
2348 3/4 20 70 1,650
234C q 25 100 2.800
234D 1.% 32 120 4450

COPPER TUBE BENDER

For long radius thin wall thickness bending 6 to 25 mm Copper, Aluminium, Stainless steel & any light
gauge tube upto 180

Aluminium Head

P-208

Steel Head

Prod. No. 208A 2088 208C 208D 208E 208F 208G 208H
Size(Inch.)0.D 516 38 bi: 5/8 Y 7/8 1
Size (mm) Q.D. 6 8 10 12 16 20 22 25
Radius (mm) 15 25 40 60 85 85 95 95
WL (Kgs.) 0:195 0.192 0.886 1.983 3.500 7.500 9.900 10.340
Spring Pipe Bender is used for multiple free bending in different radius without bending dies

\

\
e b e ————]
6- 16mm
e

Prod. No. 197A 1978 197C 197D 197E 197F 197G 197H
Size (mm) ] 8 10 12 14 16 - —
Size (Inch.) — — — — — Y %
Wt (Kgs.) 0.024 0.030 0.048 0.060 0.080 0.100 0.180 0.325

FESSIONAL TOOLS

FOR NEwW GENERATION

AN 1S0-9001:2008 Co.
EMT CONDUIT FOOT PIPE BENDER

EMT Conduit Foot Pipe Bender made of Ductile iron used to bend conduit pipe with the help of
foot force upto 40mm

o 5
A {’-\
y
Prod. No. 242A 2428 242C hog 2420 242E
Size (mm) 12 20 25 32 40
Radius 120 120 150 200 225
Wt (Kgs.) 2.900 2.800 4.500 5.500 7.000

GEAR POWER PIPE BENDER MACHINE

Gear Power Pipe Bender Machine mechanical operated for various applications like furniture,
Automobiles accessories, decorative items, Railings, and pipeline, size upto 50mm

[ P-221 4

Prod. No 21A 2218 221C
Size Pipe (mm) O.D. 12-32 16-40 25-50
Size Bar (mm) 0.D 16 22 25
Bend Radius 2D 2D 2D
Bending Deg 0°- 180

Bending Direction Clockwise & Anticlockwise

Bending Speed 6RPM

Production Rate (Pcs.) 2000 2000 1000
Power (H.P) 2 3 5
Wt (Kgs.) 300.0 400.0 500.0

INDER "3%'SE
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TUBE ROLLER BENDER PORTABLE ELECTRIC GEAR TUBE SPARE BENDING ROLLERS FOR
Portable manual operated Tube roller bending machine is designed for low cost production without ROLLER BENDER TUBE ROLLER BEN DERS

electricity to make various type of round bends, section, flats, bars, Angles, Tee, Round, Square,

Rectangular, Pipes and C Channels etc upto 50mm tube Portable Electric Gear Tube roller bending machine is designed for light weight machine to make For Long Radius is designed for light weight machine to make various type of round bends,
various type of round bends, section, flats, bars, Angles, Tee, Round, Square, Rectangular, Pipes section, flats, bars, Angles, Tee, Round, Square, Rectangular, Pipes and C Channels etc upto
and C Channels etc upto 50mm tube. 50mm tube.

Bending radius R

i is always calculated
P 273 fram the middle of

the pipe. r

P-161 P-272

Bending Rollers

Prod. No. Size (Inches) Size (mm) Wt. (Kgs.)
273A 38 10
2738 % 12 18.850
Prod. No. Prod. No. 2128 padin Gl £ 18.000
Size (mm) upto 50mm Size (mm) uplo 50mm 2730 1 25 16.950
Bending (Max.) Round/Square Tube 50mm, Pipe 1.1/2" NB, Bending (Max.) Round/Square Tube 50mm, Pipe 1.1/2" NB 273E 1% 32 15.650
Rectangular Tube/C' Channel 1" x 2", Flat Stock 1.1/4" Rectangular Tube/'C' Channel 1" x 2, Flat Stock 1.1/4" 273F 1% 40 14.800
Wt (Kgs.) 45.000 Wt. (Kgs.) 105.000 273G 2 50 11.000

CIRCLE MAKING MACHINE SPECIAL PURPOSE HYDRAULIC PIPE BENDER WITHOUT

Circle Making Machine is used to make various type of round bends in Sections, Flals, Bars, Angles, Tees, Round, Square, Rectangular, Pipes & C channels

etcupto -"oOOr?'Im&liis Generally used forR > S)cyD Its applications are Pipelines, Furmture‘gDoors."Wmnnws‘ Staircases Ranﬁwgs, Tables/Chairs/Cots, MANDREL SYSTEM
Heavy Duty Springs, Coil making, Arches Garden/Building, Artistic/Decrovative shapes, Bridges, Amusement Parks, Dairy Equipment, Decorative Grills, Motorised without mandrel system is used to bend thin wall thickness short radius bending size upto150 mm O.D. Fumniture, Automobile industries, Door
Auto Parts, Coach Bodies, Boilers, Pharmaceutical/Chemical, Plants, Bicycles, Heat Exchanges, Stoves, Conveyers, Playground equipment, Garden handles, Decorative items of Stainless steel Pipe, Square, Rectangular & solid bar etc

equipment, Lightfittings, Railway tracks, Ship building, Defence equipment, Structural fabrication, Hospital Cots etc.

Prod. No. 201A 201D 201E
Size (Max.) O.D. (mm) 32 100 150
Term of 0.D. 4D 4D 4D
NC CONTROL Min. Wall Thickness (mm) 16 20 3.0
Bending Radius (mm) 20-120 38 - 500 126 - 600
Prod. No 202D 202E Bending Degree (mm) 5°-180° 5%-180° 57-180
Size (mm) 100 150 Motor power/KW Il Phase
Type Horz./Verticle Verticle Horizontal Horizontal Horizontal 440V & | Phase 220V/110V 1.5 15 20 3.0 5.0
Bending feeding Manual Hydraulic with NC Control ~ Hydraulic with NC Control  Hydraulic with NC Control ~ Hydraulic with NC Control Approx. W, (Tons) 0.450 0.800 1.500 2.800 3.800

HYDRAULIC PIPE BENDERS

] AN 1S0-9001:2008 Co.



misosorzosco, [N

SPECIAL PURPOSE 3 AXIS HYDRAULIC FURNITURE SPECIAL PURPOSE SINGLE AXIS ARM TYPE HYDRAULIC

PIPE BENDER WITH MANUAL ROTARY INDEXING PIPE BENDER WITH NC CONTROL

Special purpose 3 Axis Hydraulic Furniture Pipe Bender is designed for multiple bends in furniture manufacturing. Its 3 axis helps to bend in various angles Numeric Control Bending is used for multiple bends in a Single plane and it includes Clamping Die, Bending Die and Mandre! but we are giving one Booster
Upto32mm i.e. Wiper Die and these function feed with Hydraulic Pressure but through Numeric Control step by step as per setting programmed size upto 150mm O.D

Prod. No.
Size (Max.) O.D. (mm)
Termof 0.D

Min. Wall Thickness (mm)
Bending Radius (mm)
Bending Degree

Length Mandrel (mm)
Mator power/KW Il Phase
Approx. Wt. (Tons)

PORTABLE SWAGER EXPANDER

FEATURES : 5 HP Metor, Three-phase. * 50 Hz. and other voltages available. * 25,000
pounds of expanding power * A3-1/2" cylinder e Expanding capacity from 1" to 5-1/2"

* Features Huth's Accu-Sizer system » Adjustable Collar for expanding 1" to 3-1/2"

*» Collet Holder for 1" to 2-1/2" O.D. tubing » Swaging capacity from 1" to 3"

« Front swivel casters »

P-489

Prod. No.
Capacity (Inch)
Spec.

Wt. (Kgs.)

Furniture, Automobile industries, Door handles, Decorative items of Stainless steel Pipe, Square, Rectangular & solid bar etc

15' power cord = Compact design - 40" high, 37" long, 24" wide

240V, 50Hz, 5HP., Single Phase,
Expanding Power 25000 Lbs.

I
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220A Prod. No. 200D 200E
32 Size (Max.) 0.D. (mm) 32 60 75 100 150
20D Term of O.D. 15D 15D 20D 20D 20D
1.2 Min. Wall Thickness (mm) 20 20 20 25 30
20-120 Bending Radius (mm) 20-120 24 - 300 30 - 400 38- 500 126 - 600
5. 180 Bending Degree 5°-180 5°-180 5% - 180 5%-180 5% -180
1000 Length Mandrel (mm) 1000 1200 1200 2000 2000
20 Motor power/KW IIl Phase 20 30 50 50 78
0.700 Approx. Wt. (Tons) 1.300 2.300 3.000 4.500 8.500
TESTING PUMP ELECTRIC TESTING PUMP 60 Kgs.
"INDER" introduces Testing pump in 3 different models to test water and oil line. Its design and Electric testing pump is used to test water and oil line leakages. Its design and structure too strong
structure too strong and light weight with high pressure hose and connectors. Seals are made of best and light weight with high pressure hose, connectors and pressure gauge. Seals are made of best
material to ensure the regular working without trouble material to ensure the regular working without trouble.

 P-285 4

B.D.EF&G

Prod. No. 231A 231B 231C 231D

Capacity (Bars) 60Kg..Cm? 70Kg./Cm? 60Kg./Cm? 140Kg./Cm?

Capacity (Mpa) 6 7 6 14

Tank Cap. (Ltrs.) 1 8 50 8

Suction Cap 23ML 25CC 13ML/ Stroke 25CC

Wt (Kgs.) 7.750 17.000 5.500 17.000

Prod. No. 231E 231F 2316

Capacity (Bars) 210Kg/Cm? 350Kg/Cm? 700Kg./Cm?

Capacity (Mpa) 21 35 70

Tank Cap. (Lirs.) 8 10 12 Potl. Noj 2858

Suction Cap 15CC 15CC 100C Capacity (Bars) 60 Kgflcm'/6Mpa, 2.9 Ltrs./min.

WL (Kgs.) 17.000 22.000 30.000 Spec. 220V, 50Hz, 250W
Unit Conversion : 1MPa = 10Bar = 10.1972kg/Cm? = 145.038Psi Wi (Kgs.) 14.000

PROFESSIO TooLs R NEw GENERATION

INDER "3%'SE




HYDRAULIC PIPE BENDERS

SPECIAL PURPOSE 3 AXIS HYDRAULIC FURNITURE
PIPE BENDER WITH MANUAL ROTARY INDEXING

Special purpose 3 Axis Hydraulic Fumniture Pipe Bender is designed for multiple bends in furniture manufacturing. Its 3 axis helps to bend in various angles
Upto32mm

Prod. No. 220A
Size (Max.) O.D. (mm) 32
Termof 0.D 20D
Min. Wall Thickness (mm) 1.2
Bending Radius (mm) 20-120
Bending Degree 5°-180
Length Mandrel (mm) 1000
Mator power/KW Il Phase 20
Approx. Wt. (Tons) 0.700

TESTING PUMP

"INDER" introduces Testing pump in 3 different models to test water and oil line. Its design and structure too strong and light weight with high pressure hose and connectors. Seals are made of best material to

ensure the regular working without trouble.

Prod. No. 231A 231B 231C 231D 231E
Capacity (Bars) 60Kg./Cm? T0Kg./Cm? 60Kg./Cm? 140Kg./Cm? 210Kg./Cm?
Capacity (Mpa) 6 7 6 14 21
Tank Cap. (Ltrs.) 11 8 5.0 8 8
Suction Cap. 23ML 25CC 13 ML/ Stroke 25CC 156CC
Wt (Kgs.) 1.750 17.000 5.500 17.000 17.000

Unit Conversion : 1MPa = 10Bar = 10.1972kg/Cm? = 145.038Psi

FESSIONAL TOOLS R NEw GENERATION

AN 1S0-9001:2008 Co.

SPECIAL PURPOSE SINGLE AXIS ARM TYPE HYDRAULIC
PIPE BENDER WITH NC CONTROL

Numeric Control Bending is used for multiple bends in a Single plane and it includes Clamping Die, Bending Die and Mandre! but we are giving one Booster
i.e. Wiper Die and these function feed with Hydraulic Pressure but through Numeric Control step by step as per setting programmed size upto 150mm O.D
Furniture, Automobile industries, Door handles, Decorative items of Stainless steel Pipe, Square, Rectangular & solid bar etc

Prod. No.

Size (Max.) 0.D. (mm) 32 60 75 100 150
Term of 0.D 15D 15D 20D 20D 20D
Min. Wall Thickness (mm) 20 20 20 25 3.0
Bending Radius (mm) 20-120 24- 300 30 - 400 38- 500 126 - 600
Bending Degree 5°-180 5°-180 5% - 180 5°-180 5°-180
Length Mandrel (mm) 1000 1200 1200 2000 2000
Motor power/KW IIl Phase 2.0 30 50 50 78
Approx. Wt. (Tons) 1.300 2.300 3.000 4.500 8.500

ELECTRIC TESTING PUMP 60 Kgs.

Electric testing pump is used to test water and oil line leakages. Its design and structure too strong
and light weight with high pressure hose, connectors and pressure gauge. Seals are made of best
material to ensure the regular working without trouble.

 P-285 4

231F 231G
350Kg./Cm? T00Kg./Cm?
35 70
10 12 Prod. No. 285A
15CC 10CC Capacity (Bars) 60 Kgffem'/6Mpa, 2.9 Ltrs./min.
22.000 30.000 Spec. 220V, 50Hz, 250W

Wi (Kgs.) 14.000

INDER "3%'SE
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